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INSTRUCTIONS FOR USE

MINNESOTA CONSTRUCTION SPECIFICATION 11—Removal of Water 

1.  Applicability
Construction Specification MN-11 is applicable to the temporary diversion of surface water and dewatering of the construction site and borrow areas during the construction period.

2.  Material specifications

There are no material specifications complementary to Construction Specification MN-11.

3.  Included items
a. Special requirements or restrictions applicable to the diversion works or to the method of diverting surface water.

b. Special requirements for dewatering the construction site (such as a requirement that the water table be lowered before excavation is begun or that it be maintained at a certain level below the bottom of the excavation during construction operations).

c. Special requirements for dewatering borrow areas such as removal of surface water and subsurface drainage to keep the borrow material at a workable moisture content during borrowing operations.

d. Information regarding alternate borrow areas that may be used in lieu of dewatering the primary borrow area, if applicable.

e. 
Special requirements for control of erosion and water pollution, if applicable.

f. Waiver of the requirement that the Contractor furnish a plan for diverting surface water or dewatering the construction site, if a plan in writing is not wanted.

g. Items of work may be separated in whatever manner is deemed most expedient for the particular job.  Usually, diverting surface water and dewatering should be established as separate work.  Dewatering can be broken down in to several items (such as "Dewatering, Core-Trench" or "Dewatering, Borrow Area 6") if better administrative control will likely result.

4.  Construction details 

In section 7 of construction specification MN-11, prepare and outline job specific "Construction Details" (CD) in accordance with these instructions.  For ease of utilization, the use of recyclable color paper for the CD should be considered.
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