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INSTRUCTIONS FOR USE

MINNESOTA CONSTRUCTION SPECIFICATION 24—Drainfill 

1.  Applicability

Construction Specification MN-24 is applicable to the placing of drainfill in all types of structure drainage systems such as:

a. Drainage systems installed beneath concrete structures, linings or pavements

b. Wall drains for concrete structures

c. Embankment drainage systems

d. Interceptor drains installed adjacent to structures

e. Foundation drains

2.
Material specifications

Material Specification 521 is complementary to Construction Specification MN-24.

3.
Items to be included in the specifications and drawings

a. The location, extent, and dimensions of each drain.

b. The grading limits of each type of drainfill.

c. The allowable percentage of material (nonplastic) passing No. 200 Sieve.  Normally, 0-5% nonplastic fines.

d. The source of drainfill materials, when applicable.

e. Specifications for control of moisture if required.

f. 
Class of compaction.  Also specify the weight and number of passes of the compacting equipment required, if more than the minimum amounts specified in Section 6.  (Class A provides for control of compaction by relative density of the fill.  Classes I, II and III specify the method of compaction.  Relative density tests during construction usually should be made in connection with the method specifications to evaluate the compaction being accomplished.  Class I is intended for use where highest densities are required, Class II is intermediate, and Class III may be used for wall drains in uncompacted backfill or for other applications where strength is not important.)  Class III is normally used.

g. Special requirements for placing drainfill adjacent to new concrete as set forth in Section 4.

4.  Construction details 
In section 8 of construction specification MN-24, prepare and outline job specific "Construction Details" (CD) in accordance with these instructions. For ease of utilization, the use of recyclable color paper for the CD should be considered.
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