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INSTRUCTIONS FOR USE

MINNESOTA CONSTRUCTION SPECIFICATION 51—Corrugated Metal Pipe 
1.  Applicability
Construction Specification MN-51 is applicable to the installation of all types of corrugated metal pipe conduits.

2.
Material specifications
The following specifications are complimentary to Construction Specification MN-51:

a.
Metallic-Coated Corrugated Steel Pipe.  Specification 551

b.
Aluminum Corrugated Pipe.  Specification 552

3.
Included items
a. Line and grade of the conduit.  Include statement in items of work that pipe shall be laid so that there is no reversal of grade between joints unless otherwise shown on the drawings.

b. Details of the pipe bedding including description and grading limits of the bedding material.

c. Details of wall fittings, joint and other special pipe fittings.

d. Details of struts or ties.

e. Limits for excavation and backfill, if required.

f. Applicable material specifications.

g. Type, class, size, gauge, and length of pipe.

h. Type of connecting band and specific details, if required.  

i. Close riveting or double riveting, if required.

j. Type of pipe coating, if required.

k. Backfill requirements.  Compaction requirements should be equal to requirements for the adjacent embankment for principal spillways or similar installations.


4.  Construction details 

In section 10 of construction specification MN-51, prepare and outline job specific "Construction Details" (CD) in accordance with these instructions. For ease of utilization, the use of recyclable color paper for the CD should be considered.
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