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INSTRUCTIONS FOR USE

MINNESOTA CONSTRUCTION SPECIFICATION 62—Grouted Rock Riprap
1.
Applicability 
Construction Specification MN-62 is applicable to the placement of grouted rock riprap on channel slopes and in other designated areas.

2.
Material specifications 
The following material specifications complement Construction Specification MN-62: 
521—Aggregates for Drainfill and Filters

522—Aggregates for Portland Cement Concrete 
MN-523—Rock for Riprap 
531—Portland Cement 
533—Chemical Admixtures for Concrete 
534—Concrete Curing Compound 
592—Geotextile 

Construction Specifications MN-31, MN-32, and MN-95 also complement Construction Specification MN-62. 

3.
Included items 
Items to be included in construction specifications and drawings follow: 

a. Complete plans and cross-sections clearly defining the grouted rock riprap requirements. 

b. Gradation of rock. 

c. Gradation of filter or bedding materials, if used. 

d. Location of weep holes and pipe material for weep holes, if used. 

e. Placement tolerances. 

f. Design of grout mix together with the slump range and amount of air content. 

g. Type of cement. 

h. Type of admixtures, if any. 

i. Gradation of coarse aggregate. 

j. 
Designate equipment-placed or hand-placed rock. 

k. Designate if grout is to be placed or
pumped.

4.
Construction details 
In section 12 of construction specification MN-62, prepare and outline job specific "Construction Details" (CD) in accordance with these instructions. For ease of utilization, the use of recyclable color paper for the CD should be considered.
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