Minnesota Construction Specification 204—Sodding
1.
Scope
The work shall consist of furnishing all labor, equipment, and materials for sodding the areas shown on the drawings or described in the construction details.

2.
General
The sodding and related operations shall be performed at such times as designated on the drawings or in the construction details.

3.
Lime
The limestone, where required, shall be standard agricultural ground limestone with a moisture content not in excess of 10 percent.  The rate of application shall be as specified on the drawings or in the construction details.

4.
Fertilizer
The fertilizer shall be a regular commercial fertilizer (including liquid form) meeting the requirements of the applicable state laws and shall be in such physical condition to insure uniform application over the area to be fertilized.  Rates of application per acre shall be as specified on the drawings or in the construction details.

5.
Sod
The sod shall consist of strips or blocks of adapted species as specified on the drawings or in the construction details.

6.
Preparing the Sod Bed
The entire surface to be sodded shall be reasonably smooth and free from stones, roots, or other debris and conform to the alignments, grade, and cross section indicated on the drawings.

At this stage, unless otherwise specified, the Contractor shall apply the fertilizer and/or lime as to a depth of 3 inches.

Prior to laying the sod, the area to be sodded will be dampened if it is not already in a sufficiently moist condition.

7.
Placing the Sod
Sod shall be carefully placed, tamped, and anchored as specified on the drawings or in the construction details.

8.
Establishing the Sod
The Contractor shall maintain the sod in a growing condition by watering when necessary, after completing each part of the sodding work, for a period as specified on the drawings or in the construction details.
9.
Construction details
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